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About OxBlue: OxBlue is a leading construction camera service provider, giving numerous Fortune 500 companies the hardware, connectivity 
and expertise to enable constant access to jobsites through high-resolution, time-lapse, Web-enabled construction camera images. OxBlue’s 
cameras connect people on and off site, and help measure variables such as labor, risk, quality and materials. The cameras provide 
accountability and increase communications between construction companies and clients. 

T e c h n i c a l  S p e c i f i c a t i o n s

Solar 
Module

Battery

Enclosure

Shipping

12 hours/day

58.9”x21.65”x1.33” 
Max. 23.1 lbs

12.9”x6.8”x9.8”
70 lbs

20.8”x16”x9.4”
25 lbs

Palette - 48”x48”
100 - 125 lbs

24 hours/day

58.9”x21.65”x1.33” 
Max. 23.1 lbs

12.9”x6.8”x9.8”   
(2 units)   
70 lbs (2x) = 140 lbs

20.8”x16”x14.4”
30 lbs

Palette - 48”x48”
170 - 220 lbs

Technical Specifications

FAQ
�How long does it take to install the solar equipment? 
Typical install time is 1.5 man-hours; it will vary according to 
specific site conditions.

What if there is no sun for several days?  
The solar power station has been engineered for 5 days of solar 
autonomy from a full charge.

Code Issues?  
Contractors are responsible for adhering to all local building/
installation codes.

Will your solar equipment operate in extreme climates?  
Yes, each solar power system has been designed to work in a 
wide range of environmental conditions.

Tools Required
n  �Socket driver set or wrenches
n  �Magnetic compass (supplied w/ camera)
n  �Multi-meter (if available)
n  �14-2 AWG wire to ground per local electric code

Customer-Supplied Parts
n  �Array mount anchor bolts: 0.5” dia
n  �Battery enclosure anchor bolts: 0.5” dia
n  �Minimum 2” dia galvanized steel pole

Solar Power Stations
n  �Lockable unit
n  �Lightning protection
n  �Power connection: 12V DC
n  �Warranty: 1 yr system, up to 25 yr module
n  �Documentation: installation, operating, and maintenance
n  �Time switch: 12-hr system only
n  �Cable length: 30 ft std (up to 100 ft opt)
n  �Mount type: pole std or ground
n  �Typical install time: 1.5 man-hours

SPECIFICATIONS SUBJECT TO CHANGE


